
Worktools Technical description

Technical description | 7Standard | Binder 1 | APRIL 21

E
M

E
A

 |
 6

0
 |
 E

N
 |
 E

U
R

FSMA Intro

- Mounting options: C-clamp 25-30 mm Single and Dual, Thru the desk mount 
- Construction: Aluminum, Steel and ABS plastic
- Color: Platinum Silver
- Application: Straight and corner applications

Active application FSMA Intro Single FSMA Intro dual

D57INTROS D57INTROD

Max Weight monitors supports monitors weighing 0,9 / 9kg
supports monitors weighing

0,9 / 9 kg per arm

Max Size Monitors 
According to weight, with a max width 

of 32”
According to weight, with a max 

width of 32” 

Vertical height adjustment up to 600 mm up to 600 mm

180-degree rotation stop

(Prevents the monitor arm from 
swinging into screens, partitions, 
on desk configuration

Active Active

Rotation 360° - portrait to landscape * 360° - portrait to landscape *

Compressed depth: 3 Inches 3 Inches

Tilt:                              90° 90°

Vertical Range                       300 mm                    300 mm

Pan:
       Upper Arm : 360°

Lower Arm : 180°

          Upper Arm : 360°

          Lower Arm : 180°

VESA Compatibility
75 & 100mm, quick-release adapter 
included

75 & 100mm, quick-release 
adapter included

Mounting options
C-clamp 25-30 mm top thickness

Through Mount

C-clamp 25-30 mm top thickness

Through Mount

Weight of the monitor arm 
(without fixation):

2,54 kg 4,80 kg

Note: 
• The single and dual c-clamp is compatible with sliding top, Partito and Divisio Frameless configurations.
• C-clamp fixation is not compatible with Kalidro; 
• The c-clamp and the Thru desk mount are delivered in the same kit. The clamp can be reconfigured into a Thru 

desk mount.


